
Mortise lock and surface mounted or 

concealed vertical cable/rod device 

combination—same direction

Single mortise 

lock device

Single door applications

Door handing

Two surface mounted vertical rod 

devices—same direction (do not use 

with overlapping astragal)

Two rim devices with mullion—

same direction

Single rim device

Two fire exit hardware vertical 

cables/rods with auxilary fire 

latch-LBR option

Two vertical rods—double egress

Two concealed vertical cables/rods

Orientation

LHR RHR

Orientation

LeD hand-reverse 

orientation

Right hand-reverse 

orientation

(LeD hand-reverse) (Right hand-reverse)

Outside

Double door applications

Trim operation lever or knob

996L Breakaway™ lever

Standard Blank escutcheonNight latch Dummy

Key locks and unlocks lever or knob. e.g., 

996L (Classroom)

Lever or knob always active. Use BE 

suNx, e.g., 996L-BE. (Passage)

Key retracts latch bolt. Lever or knob 

is rigid. Use NL suNx, e.g. 996LNL. 

(Storeroom)

Lever or knob rigid for pull 

operation. Use DT  suNx, e.g., 

996L-DT.

374T/376T Series thumbturn control

Standard operation, key locks and 

unlocks thumbturn. Optional operation, 

key unlocks thumbturn, re-locks when 

key is removed. This operation is 

created by changing the cylinder plate 

included with control. Use 1 1/4" mortise 

cylinder with a straight cam. Schlage 

cam reference L583-475. Use with a 

pull trim (990DT pictured).

The 996L Breakaway trim has become the 

standard lever trim offering on the 

98L/99L Series devices. The Breakaway 

design is especially effective in areas 

where vandalism to door hardware is a 

problem. The design intent is to discourage 

costly repairs from becoming necessary. 

The Breakaway feature is not available on 

the NL (night-latch) or DT (dummy trim) 

versions.



Model For use with Size

VR910DT & VR914DT 98/99 Rim or  

vertical rod device

51/2" (133mm) w 

x 11" (279mm) h

VR910NL & VR914NL 98/99 Rim or  

vertical rod device

51/2" (133mm) w 

x 11" (279mm) h

VR910M-DT & VR914M-DT 9875/9975  

Mortise device

7 1/4" (184mm) w 

x 11" (279mm) h

VR910M-NL & VR914M-NL 

Handing required

9875/9975  

Mortise device

7 1/4" (184mm) w 

x 11" (279mm) h

  Meets ANSI/BHMA 156.13, Trim security test and 

 California State Accessibility Standards Title 24.

  1 1/2" (38mm) clearence from grip to door, 

total projection 1 7/8" (48mm)

  Consult the IVES catalog for complete product information.

Vandal resistant trim: IVES VR910 & VR914 Series
VR910 grip coated in black plastisol for soDer 

touch and resilience to temperature extremes. 

Grip designed for comfortable operation.  

VR914 grip in all stainless steel.

Features:

  Stainless steel construction, 11 gauge 

(0.120" thick)

  Finish: US32D, only

  Thru-bolts and rugged mounting screws for 

maximum fastening strength.

   Built-in lock protector prevents vandalism to  

mortise latchbolt (available on certain models).

  Extra-tough stainless steel cylinder collar prevents pipe wrench  

or similar tool from damaging cylinder. Tapered design  

prevents side impacts from transferring directly to cylinder.  

Collar spins freely.

  Furnished with mounting screws for door thicknesses  

of 1 3/4" to 2 1/4"

HL6 Hospital pull
Von Duprin and Glynn-Johnson have collaborated on 

an exit device trim that answers the problem of 

accessibility and performance. Using the Von Duprin 

98/9975 mortise lock exit device along with the 

Glynn-Johnson HL6 push/pull latch, Allegion has 

created an exit device with mortise lock durability 

that utilizes a fully ADA compliant Pull paddle trim. 

The 98/9975HL device is available in all standard 

architectural finishes. Consult the Glynn-Johnson 

catalog for complete product information.

392-7 Offset pull
The 392-7 Offset pull is 3/44" round stainless 

steel, with a 7" center to center which matches 

the 98/99 center case. ODen used with a night 

latch operation. 3 1/2" (89mm) offset with 1 1/22" 

(38mm) clearance. 



Standalone

Standalone locks are a cost-effective solution for doors that do 

not require real-time monitoring. The AD-Series standalone 

solution provides:

  Upgradability

  Improved credential management

  Audit trail reports  

Schlage offers two AD-Series standalone solutions to fit your 

environment:

AD-200   Access rights are stored on the lock 

AD-250   Access rights are stored on the magnetic stripe credential

Chassis
  Cylindrical

  Mortise

  Mortise deadbolt

  Exit trim*

Locking functions
  Classroom/Storeroom

  ONce

  Privacy

  Apartment

Certifications
  ANSI/BMHA A156.25   ADA

  ANSI/BHMA Grade 1   FCC part 15

  UL 294 Listed   RoHS

  UL 10C   FIPS 201-1 (AD-301 and AD-401)

Complete your system
Complete your AD-Series system with readers and credentials, 

biometric hand geometry readers, system components, HHD 

programming device and other wireless accessories.

* See AD-Series exit trim compatibility Datasheet for complete list of compatability by 

manufacturer.

Warm Tone Finishes

Lever styles

Cool Tone Finishes

Credential reader options
AD-Series electronic locks are compatible with many different 

brands and technologies of credentials.

    Multi-technology  

(reads 125 kHz prox and 1 

3.56 MHz smart)

   +  KEYPAD

  

      Magnetic stripe  

(insertion)

   +  KEYPAD

  

     Magnetic stripe  

(swipe)

   +  KEYPAD

     Keypad

Communications options

Networked

In facilities where increased monitoring and control are needed,  

a networked solution is essential. The AD-Series networked 

options feature:

  Open architecture platform

  Acceptable reader technology

  Real-time monitoring

The AD-Series networked lock is available in either a wireless or 

hardwired configuration to fit your application needs.

AD-300  Networked hardwired locks 

AD-301  Networked hardwired FIPS 201-1 compliant locks 

AD-400  Networked wireless locks 

AD-401  Networked wireless FIPS 201-1 compliant locks

Sparta  Rhodes Athens Tubular

605 606  612 643e 

Bright brass Satin brass Satin bronze Aged bronze

619 625 626 626AM 

Satin nickel Bright Satin chrome Satin chrome 

 chrome  with antimicrobial

AD-Series adaptable electronic locks
The AD-Series was designed to be the right choice for today,  

and is ready to adapt to whatever the future 

holds.

There are a variety of options that allow you 

to select the AD-Series electronic lock that’s 

right for you, and a wide selection of 

features that can be configured in the field 

to further customize each opening.  When 

your needs change in the future, the 

innovative modular design of the AD-Series 

allows you to easily upgrade the credential 

reader or networking option, and adapt to 

emerging technologies using your existing 

chassis – all without taking the lock off the door. This means 

that you can be confident that your choice of the AD-Series is 

right for today, and that your investment will be protected into 

the future.
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CDSI/HDSI dogging indicators 

Indicator provides an at-a-glance 

verification of the status of the door 

from inside of the room.  Visible 

“LOCKED” and “UNLOCKED” 

indicators show whether the device  

is undogged or dogged.  This feature 

can be used with Hex key (HDSI) or 

Cylinder dogging (CDSI) options  

on various device types – rim, mortise and vertical systems.  
 

 Modular conversion kits allow you to quickly and easily  

 upgrade your existing devices

 Available for 98/99 & 33A/35A Series panic devices

To order, specify:

  Use prefix, CDSI or HDSI, example CDSI99L

CD Cylinder dogging

Cylinder dogging is available on all 98/99™ Panic exit devices  

to replace the standard hex key dogging. Unit requires a standard 

1 1/4" (32mm) mortise cylinder with an inverted  straight cam 

(Schlage Cam L583-475 reference).

To order, specify:

  Use prefix, CD, example CD99L

CDK Cylinder dogging kit*

For field conversion, a cylinder dogging conversion kit  

is available.

To order, specify: 99CDK or 98CDK, specify finish.

*Cannot be added to fire exit hardware.

HDK Hex key dogging kit*

For field conversion, a hex key dogging conversion kit is available.

To order, specify: 99HDK or 98HDK, specify finish.

*Cannot be added to fire exit hardware.

LD Less dogging
Less dogging is available in all 98/99™ Panic exit devices to 

remove the dogging option.

To order, specify: Use prefix LD, example LD99L

-2SI Double cylinder with security indicator
The Von Duprin Classroom Security Indicator 

provides an at-a-glance verification of the 

locked/unlocked status of the door from inside 

of the room. This option can be ordered as a 

new product or as a retrofit conversion kit to an 

existing 98/99 device. Indicator in Unlocked 

state presents a 1/2" x 1/2" metal flag (white 

background with black icon) at top of device 

head. Indicator in Locked state has no flag 

present.

To order, specify:

1. SuNx-2SI with device/trim number, example 99L-2SI.

2. Handing required, LHR or RHR.

3. *Specify keyed rim cylinder ot thumbturn rim cylinder.

* Rim cylinder (3216) sold seperately. Rim cylinder with 

thumbturn available from Schlage (part #XB11-979). 

SD Special center case dogging

Special cylinder dogging in the center case is available for Chexit, 

EL, QEL, ALK panic devices to allow for mechanical push/pull 

operation. With this option, the latchbolt is held retracted and 

pushbar is still operable. Specify handing—RHR or LHR.

SD requires 1 1/4" (32mm) mortise cylinder with an inverted 

straight cam. (Schlage cam reference 20-001-XQ11-949.)

Note:  Available on Rim and Vertical Rod Panic Exit Devices only.

To order, specify:

  Use prefix SD, example SD99L and Handing

  Not for 98/9975 Devices

Double cylinder

Double cylinder features an inside key cylinder which locks  

or unlocks the outside trim and an outside key cylinder which 

retracts the latch bolt only (Night latch function). Available  

on rim or mortise lock device.

Rim requires two rim type cylinders. Mortise device requires 1 rim 

cylinder and 1 mortise cylinder 11/4" with a straight cam. (Schlage 

cam reference L583-475.)

Available functions are thumbpiece, knob or lever.

To order, specify:

1. SuNx-2 with device/trim number, example 99TP-2.

2. Handing required, LHR or RHR.

Dog keys

 Dog key (old style) Dog key (standard)

2 3/16" (56mm)

7/32" (6mm) hex

2 3/4" (70mm)

5/32" (4mm) hex
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Allegion Connect

Allegion’s cross-category Connect features common interconnect 

components to our electrified options. Allegion Connect is a quick 

and easy way to connect power sources; all the way from your 

power supply to locking device. There is no wire cutting; reducing 

installation and maintenance time ultimately cutting cost. ADer 

installation, Allegion’s Connect continues to provide benefits 

throughout the lifetime of the opening by offering a service kit  

for repairs or modifications in the future.

Features and benefits

 Quick: common connections reducing installation time

  Perfect Connections: these factory installed connectors  

ensure the right wires match up every time

  Protective: the connectors protect the connection points 

throughout the installation process and lifetime of the opening

  Interchangeable: all Allegion Connect products utilize the  

same connectors

  Maintenance: you no longer need to cut away wire to 

disconnect Allegion products, also available is a service kit 

specifically for Connect products.

How to order
1.  Specify CON for Connect electronic options  

Example: EL-99-EO-CON (99 Series Electrified Latching exit only  

with Connect connectors)

2.  Specify harness length; Consult door manufacturer for harness length

3.  Specify Von Duprin EPT10-CON or Ives 7200 power transfer hinge

Wire run options

Harness length
Connectors 

on both ends

Connectors on one end, 

crimped pins on the other end

6 Inches CON-6 CON-6P

12 Inches CON-12 CON-12P

26 Inches CON-26 CON-26P

32 Inches CON-32 CON-32P

38 Inches CON-38 CON-38P

44 Inches CON-44 CON-44P

50 Inches CON-50 CON-50P

192 Inches CON-192 CON-192P

Power Supply Wire Harness = Connectors on one end, stripped leads on the other end, 

offering a direct connection to the power supply

6 Inches CON-6W - wire extension to power supply

Consult door manufacturer for harness length requirements.

Note: You will need to purchase a separate wiring harness to go from exit device to hinge/

EPT and an additional harness to go from hinge/EPT to power supply or access control 

system. Harness part numbers with ordering information can be located in the Schlage, 

Von Duprin and Falcon pricebooks. A service kit is available for order in the Schlage, Von 

Duprin and Falcon pricebooks. Included in this kit are male end plugs, female end plugs 

and pins to customize harnesses to your application.

Note: Must be ordered with exit devices and locks

ALK Alarm kit

ALK Alarm kit is a simple yet effective way to deter unauthorized 

use of an opening. While the exit device is still a means of egress, 

the ALK kit contains an internal horn. When the touch bar is 

depressed, the horn sounds to provide an audible means of 

signaling that the opening has been violated. The alarm kit can 

be armed or disarmed by key thus allowing the exit device to be 

set in an armed or disarmed mode. The horn is rated at 85 

decibels.

For Hardware Applications  

The assembly includes both a 24VDC Input and External Inhibit 

standard. The External Inhibit provides remote arming and  

dis-arming.

The key switch uses a standard 1 1/4" (32mm) mortise cylinder 

with a straight cam (Schlage 20-001, L583-475 cam). The unit 

operates on one standard 9-volt alkaline battery. When the 

battery is weak, the horn will emit an intermittent low battery 

alert signal.

Auto reset (AR) option is available with this kit. This kit allows 

the device to resume the alarm option aDer a preset time. Preset 

times can be field selected at 1.5, 3, or 4.5 minutes. 

Alarm kits are available with a choice of two switch kits, RX or 

LX. RX monitors the touchpad and is furnished standard. LX 

optional latch bolt monitoring is recommended for use with 

surface vertical rod exit devices or when alarm needs to sound 

from both the exit device and trim side of the door. Specify 

ALK-LX.

Note: For latch bolt monitoring on a 98/9975 with ALK, specify a SS7500 lock. LX switch 

not available for 98/9975 devices.

The ALK is available in two styles, 99ALK, grooved cover  

and 98ALK, smooth cover.

The ALK includes a 6" x 20" decal for application on door 

“EMERGENCY EXIT ONLY. ALARM WILL SOUND.” RSS push bar 

trim can be used instead of the door decal, specify RSS push bar 

trim when ordering the device.

When the ALK is used, standard dogging is removed. If cylinder 

dogging is required there are two choices. Special center case 

dogging is available or for 3' or 4' doors. The ALK can be moved 

to the hinge side of the device and standard cylinder dogging can 

be added.

To Order, Specify:

1. Standard, 98 ALK

2. Cylinder Dogging, CD98 ALK

3. Special center case dogging, SD98 ALK

Minimum door opening sizes on ALK applications

Device 3' (914mm) 

Length

4' (1219mm) 

Length

98/98-F/99/99-F 2'10" (864mm) 3'4" (1016mm)

9875/9875-F/9975/9975-F 2'10" (864mm) 3'4" (1016mm)

9827/9827-F/9927/9927-F 2'10" (864mm) 3'4" (1016mm)

9857/9857-F/9957/9957-F 2'10" (864mm) 3'4" (1016mm)

9847/9847-F/9947/9947-F 2'9" (838mm) 3'3" (991mm)

9848/9848-F/9948/9948-F 2'9" (838mm) 3'3" (991mm)
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EPT Electrical power transfer 

PNT Pneumatic transfer
Electric Power Transfer provides a means 

of transferring electrical power from a 

door frame to the edge of a swinging 

door. The units are completely concealed 

when the door is in the closed position, 

and are ideal for installations involving 

abuse or heavy traNc.

Two models are available; EPT-2, two 18 

gauge wires and EPT-10, ten 24 gauge wires. The EPT-2 and 

EPT-10 are U/L listed as “miscellaneous door accessory”.

UL Listed for use on firedoors

Degree of opening Hinge type Door thickness

0-180 Up to 5" butt hinges 1 3/4"

0-180 Up to 3/4" offest pivots 1 3/4"

0-130 5 1/2" butt hinges 1 3/4"

0-110 6" butt hinges 1 3/4"

0-90 Swing clear hinges 1 3/4"

Finishes

SP28 (sprayed aluminum) 

SP313 (sprayed duranodic).

Dimensions

Housing 9" x 1¹|₄" x 1⁵|₈" (229mm x 32mm x 38mm)

EPT-2 Two 18 gauge wires, Up to 2 AMPS @ 24VDC, with 

a 16 AMPS Maximum Surge

EPT-10 Ten 24 gauge wires, Up to 1 AMPS @ 24VDC, with a 

16  AMPS Maximum Surge

PNT-1 ⁵|₃₂"  Tubing

To order, specify:

1. EPT-2 ,EPT-10 or PNT-1.

2. Finish, SP28 or SP313.

E996L Electrified breakaway lever
E996L Electrified lever trim provides  

remote locking and unlocking.  

Furnished standard in fail safe (FS)  

condition, can be field converted to  

fail secure (FSE) where allowed.  

E996L is furnished standard with  

cylinder operation for nightlatch (NL) function, 

or with blank escutcheon (BE).

Specification: 

Solenoid – continuous duty 24VDC 

Solenoid draw – 0.22 amp.

To order, specify: 

1.  Use “E” prefix, example E996L. 

When ordering with the exit 

device specify trim series with 

prefix “E”, example 9927L-BE 

3' US26D E996.

2.  Device type, R/V (rim/surface 

vertical rod/concealed vertical 

rod) or M (mortise).

3. RHR furnished standard if not  

specified, field reversible.

4.  Lever style (06 lever furnished standard). 

Other levers, no extra charge.

E Electric mortise lock device
 

 

 

 

 

 

 

The electric mortise lock device has all the versatility and 

advantages of the standard mortise lock device, plus the 

advantage of being electrically controlled by a remote switching 

device, an access control system or an automatic fire alarm 

system. The device features the E7500 mortise lock. The E7500 

controls the locking of the outside trim. When unlocked, the door 

remains latched, preserving the fire rating of the door and making 

it particularly useful where codes permit locking but require 

unlocking during a fire emergency. The outside trim cylinder 

retracts the latch bolt for mechanical override, night latch 

function. Only available with TP, K or L functions.

The E7500 lock contains a SPDT signal to monitor the outside 

trim condition (locked or unlocked) and a second SPDT signal 

switch to monitor the latch bolt.

Standard features:

 Field reversible handing

 24 VDC continuous duty solenoid

Optional features:

  Fail safe (locked when energized, unlocked when de-

energized or during power failure). Specify with suNx “FS.”

  Fail secure (unlocked when energized, locked when de-

energized or during power failure). Specify with suNx “FSE”

  24 VAC (with SO option)

  12 VDC 

  12 VAC (with SO option)

Note: Some Fire codes will require “Fail Safe” (FS) operation for stairwell doors.Be sure to 

specify the correct operation for your application.

Electrical specifications:

  Solenoid —   .60 AMPS @ 12VDC 

.30 AMPS @ 24VDC

  Each switch — Up to 2.0 AMPS @ 24VDC Maximum

The E option does not include the power transfer from door to 

frame, the power supply or the control operator. (Refer to EPT-10 

and PS902 or PS914 power supply)

To order, specify: 

1. Use prefix “E,” example E9975.

2. FS or FSE

3. Voltage and current.

Electric mortise lock device
Adaptable for openings where  continuous latching is required 

while the trim may be electrically locked or unlocked from a 

remote location—stairwells, exterior doors, etc.

Minimum system requirements:

  PS902

  EPT-10
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PN Pneumatic controlled exit devices

The PN feature provides remote latch bolt  retraction in 

hazardous areas where electrically operated devices would not 

be permitted. The pneumatic solenoid will retract the latch bolt 

for momentary or prolonged periods. PN exit devices are 

particularly suited for use with automatic door operators. The PN 

feature is available on both Panic and fire exit hardware devices.

The PN feature includes a special actuating linkage that gives 

building owners the option of mechanically or pneumatically  

dogging the exit device. If manual hex-key dogging is required, 

specify HD-PN (Dogging the device, whether mechanically or 

pneumatically, makes the device function as a push/pull unit and 

reduces the wear on its moving parts.) If cylinder dogging is 

required, the standard cylinder dogging is not available, but 

special center case dogging is available, specify SD-PN. SD-PN is 

not available on the 9875 or 9975 devices.

When activated pneumatically, the latch bolt(s) of the exit 

device retract in 1/22 to 11/2 seconds. This pneumatic operation 

uses air pressure ranging from 50 to 100 pounds per square inch.

This product will function only when it is part of a pneumatic  

system (air compressor, air lines, pneumatic system, etc.). 

Contact LCN for correct control boxes.

To order, specify:  

  Standard — Use prefix PN, example PN99NL

  Hex Key Dogging — Use prefix HD-PN, example HD-PN99NL

  Special Center Case Dogging (handing is required, specify 

RHR or LHR) — Use prefix SD-PN, example SD-PN99NL

PNT pneumatic transfer
Pneumatic controls 

PNT-1 is available for pneumatic latch retraction exit devices. 

Appearance and dimensions are identical to EPT models.

RSS Red Silk Screen

Red silkscreen lettering on touchpad trim. -  "Emergency Exit 

Only, Push To Open And Sound Alarm". This comes standard on 

RSS devices.

To order, specify: SuNx RSS, 9927L-RSS RHR 

 

WH Weep holes 

WH is available for all 98/99 Series exit devices. Weep holes are 

ideal for devices that are mounted to exterior doors that  

can be exposed to rain and other elements. Hole spacing on 3' 

and 4' devices devices are every 6" on center. A 3 foot device will 

have 5 holes, are 4 foot device will have 7 holes.  

To order, specify: SuNx WH, 99EO-WH.

Dummy pushpad
The 330 dummy pushpad is designed as a companion unit for all 

99 devices. The 350 dummy pushpad is a companion unit for all 

98 devices. The pushpad is rigid or nonfunctioning. A push/pull 

operation can be accomplished by using 990DT, 996DT trim or 

any Ives Pull.

The 330/350 can be equipped with a functional pushpad and 

will  accommodate an RX or WP-RX switch. Specify RX-330.  

May also be equipped with the RX2, double RX switch. Specify 

RX2-330

To order, specify: 

1. 330 or 350.

2. Size 3' or 4' (914mm or 1219mm)

3.  Finish, US3, US4, US10, US26, US26D, US28, 313 & 315. 

US32D – 350 only.

4. Specifiy RX, WP-RX or RX-2 if desired.

SG Safety glow

Self-illuminating touchpad defines the location of the exit door 

in dark or smoke-filled area. The safety glow coating is a special 

powder coat finish that glows brightly during low or no light 

conditions. This coating was developed to meet MEA standards 

where luminescent exit door markings are required in 

commercial facilities. There are no batteries or electronics, the 

coating is charged when exposed to light.

To order, specify: SuNx SG, EL 9927L-SG

Braille, embossed and knurled touchpads

Braille touchpad embossed with the standard message 

“CAUTION  STAIRWELL” in braille and raised letters provides 

assistance to persons with impaired vision. Letters are 1/2" 

(13mm) high and braille is #2, raised height is 3/32" (2mm). Other 

messages are available on special order, limited to 20  characters 

per line.* To order, specify: SuNx BR, EL9927L-BR

Embossed touchpad is embossed with the word “PUSH”.  

To order, specify: SuNx EMB, EL9927L-EMB 

Knurled touchpad is to provide warning to persons with impaired 

vision.  To order, specify: SuNx PBKN, EL9927L-PBKN

Consult factory for availability.

* Image shown is a special order.


